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Install A post screws into the side pieces.
Attach I furniture pads to the bottom of each foot.
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Entrance Hole on the Left Entrance Hole on the Right

Choose which side you would like
the entrance hole to be on. Attach
side panels using locking screw B.
Ensure that the locking screw’
hooks are open to ensure that it
will lock around the post.
After the screw is pushed into the
hole, twist it clockwise and the
locking hooks will lock around the
posts. Do not over tighten!
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locate the side of the 
hinge that is shaped 
like a right angle. Place 
the hinge with the right 
angle into the grooves 
in the back piece of the 
box. Use Allen wrench 
O to attach the hinges to
the back of the box using 
screws N and M.

If possible, have someone hold the top piece in

top piece. 

Entrance Hole on the Left Entrance Hole on the Right

Slide the side panel onto the front
and back panels (parts 4 and 5) over 
the posts.                     Attach side panels using
 locking screw B. Ensure that the

to ensure that it will lock around the 
post. After the screw is pushed into 
the hole, twist it clockwise and the 
locking hooks will lock around the 
posts. Do not over tighten!
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First, Slide the bottom panel (part 
7) into place in the groove on the 
front, back, and side panels.
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Note:
Where you install Part G 
depends on where you decided 
to have your entrance hole. 

Insert the G pegs into the 8 spots 
on the inside of the box closest to 
the entrance hole.

Next, install the litter scoop hooks, 
part J, using K. 
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Now, install the safety hinge.  
Start by Installing the safety hinge 
brackets, Part F to the top and back 
panels using L screws.  
Next attach the safety hinge Part E 
to the brackets Part F using P 
screws. 
Note that the middle of the safety 
hinge, Part E will point toward the
front of the box.
Use the Allen wrench part H as 
needed to adjust the torque of the
safety hinge if the lid isn’t staying up 
or if the safety hinge is adjusted too 
tightly; the adjustment screw is in 
the middle of the safety hinge,
Part E, on one side. 

If the entrance hole is on the 
left, used the left holes.  If the 
entrance hole is on the right, 
use the right holes. 
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Entrance Hole on the Left; 
Interior Hole is to the Back

Entrance Hole on the Right;
Interior Hole is to the Front

Step 7
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Now install the interior panel
according to the assembly 
option you have chosen. You
will want to make sure that 
the interior panel entrance
hole is diagonal from the 
exterior entrance hole to 
prevent litter from getting
kicked onto the floor and 
that the interior panel is
placed in between the pegs
closer to the entrance hole.

Congratulations!

You have now completed the assembly of your 
catbox! Please use care when opening the lid. You 
may need to adjust the torque on the safety hinge
periodically.

Send us a picture of your pets with their new
 Designer Pet Products!

Tag us #MyDesignerPetProducts

Email us: Info@DesignerPetProducts.com


